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Sigen Power Sensor

Sigen Power Sensor

Power Supply

Grict connaclion lype 3E3W 3P

AC InpUl vollags range 73 - 480 Vg
Mearmiral AC Treguancy 50/ 60 He

Measurement ACCUFCICV

Vallage acouracy 0.5%

Current accuracy 0.5%

Powar acouracy 1%

Fraguency aoouracy 0.2%

Communication

Interfoce RE45E

Boud rate 4EG0G bps
Protocol teoclbus RTU

General Data

Dimersions (W 5/ 0} 72848/ 65 i
Weight 0.20 [wl] n.23 kg

Storoge tempearature ronge -40 ~ 85 e

Cperating termperature ronge -30~ 80 e

Relative humidity ronge 0% ~ 90%

Ingress protection rating IP=1

Installation meathodd

CT Accessory

M Bail 35 mm

Mumber of CT 3 3 3 pos
Coable length of ©T 1 1 1 1
Inner diometar ot CT (5] 24 a8 [malanl
Wedght of CT Q.08 02 0.4 18]
o aperating current of CT 20 ann 500 A

Standard Compliance

Stondard

LM E1010-T2310, BN G1070-2-030:2010

* 1% high-accuracy power detection for precise control
« LCD real-time info display, easy to operate and check

* Integrates smoothly with Sigenergy devices, no need for setup

- Support export/import limitations and ready for Al evolving

« 100 ms data refresh rate, instantaneous data feed

1. For rmane mocds

ofor to the Sigonorgy we

Disclaimer: The information in this file is provided on an “as is” basis. To the fullest extent permitted by law, Sigenergy Technology Co, Ltd. excludes all representations and warranties
relating to this file and its contents or which is or may be provided by any affiliates or any other third party, including in relation to any inaccuracies or omissions in this file.



